
 LJ3951 

Main Frame 

Receiving, unloading and installing the crusher, 
feeder and accessories on our portable frame 

Mobile chassis made of beams with reinforcements 
needed 

Four (4) axles leaf suspension c/w 16 wheels 
315/80R22.5 (removable)  

Complete brakes and lights system to be portable 
on the road (light system removable in operation 
mode to prevent any damage) 

Wide load panel with strobe light 



Six (6) hydraulic run-on jacks Ø6” x 36” stroke c/w 
all hydraulic components required 

Two (2) support legs for kingpin manually 
retractable for transport  

Three (3) Hydraulic power unit gas powered 
(Honda) c/w electric starter  
1. Main frame
2. Feeder cartridge
3. Crusher cartridge

Two (2) level walkways and ladder for access to 
crusher  



Rock breaker support (mounted over the discharge 
conveyor) for MB352 or equivalent  

Safety guards meeting Quebec safety rules 
(additional guards may be supplied at extra cost) 

Sandblast, one coat of epoxy primer and one coat 
of finish paint urethane coating  

Engineering and drawings (3D software) 

Electronic spare parts manual  



Feeder Cartridge 

Grizzly feeder installed at 2° incline 

Structure for grizzly feeder and hopper made of 
beams with reinforcements needed 

Hopper width ±23’-6¨ for rear feed, made with 44W 
x 1/2¨ steel plate c/w 3” bolted rubber liners (±400 
sq. ft.) and AR400 x 3/4” bolted liners where 
required 

Hydraulic folding hopper wings and rear panel 

Hydraulic wedge locking system for hopper wings, 
no bolting or cross member required  

CAT wear barre or equivalent between the hopper 
wings and the feeder 

Rubber bumper to hold the feeder for travel 

By-pass chute under grizzly bars c/w AR400 bolted 
liners where required.  

Feeder motorization safety guard 

LF5124: 51”x24’ Vibrating Grizzly Feeder - 6’ Grizzly 
Section  



Crusher Cartridge 

Heavy-duty 39” x 51” Jaw Crusher 

NEMA 250 hp electric motor 

Integral Motor mount   

Four (4) swivel hydraulic legs (also hydraulic swivel) 

Crusher feedbox chute c/w AR400 bolted liners  

Crusher motorization safety guard  

Shipping beam assembly  

Discharge Conveyor 

Belt dimensions 60¨ x ±45’-0¨ 

Capacity 1000 TPH (design 1200 TPH) 

Belt speed 300 PPM  

Adjustable discharge height ± 16’-0” maximum and 
hydraulic folding for travel 



Head support bar with hydraulic extension and 
chain kit  

Two (2) Dodge shaft mount reducers TA4207 with 
all the necessary accessories (back stop included)  

Two (2) WEG electric motors 20 HP, 1800 RPM, 
575/3/60, TEFC  

Belt 3 ply x 600 PIW - 3/8" x 1/8" c/w vulcanized 
cold splice  

Drive pulley MGR Ø16’’ with rubber lagging 
diamond type  

Drive shaft C1045 steel x Ø4-7/16’’ 

Self-cleaning tail pulley (wing type) MGR Ø14’’, V-
Shaped type  

Tail shaft C1045 steel x Ø3-15/16’’ 

Dodge bearings, S2000 series  

Troughing idlers Luff CEMA D x Ø5¨ (impact at 
bypass chute feed point)  

Rubber disc return idlers Luff CEMA D x Ø5¨ 



Brunone Impact bed 60¨ long on the loading point 

Primary belt scraper Flexco MMP-654 (double 
tensioner)  

Secondary carbide belt scraper Flexco YTHD-TC-54S 
(double tensioner)  

Screw take-up MGR – HD x 12’’ travel 

Skirting on loading point  

Diagonal plow MGR on belt return near the tail 
pulley  




