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INTRODUCTION

Roco9 is a family-owned company that is part of the  

BALLYTRAIN Group (Est. 1978), with deep roots in 

Crushing and Screening equipment sales based in 

Ireland. Roco offers innovation and unmatched 

experience with the practical knowledge from our 

quarrying background.  

Our priority is simple, build lifelong relationships based 

on trust and support with our clients, while offering top 

quality products and solutions to serve the Recycling, 

Demolition and Quarrying industry. 

With a strong emphasis on practicality and 

sustainability, Roco equipment is built with the operator 

and uptime in mind.

NORTHERN IRELAND
HOME to 75% of the world s mobile

screening and 40% of the world’s 
crushing equipment 

MANUFACTURING



- Cummins 6.7 litre coupled with 
alternator (1500-1800RPM) fixed speed.
- Silent genset canopy - 88dB
- Powerlock quick release for onsite grid 
connection (100% electric)

Power Unit Discharge 
- Oversize 1m (40”) wide fitted with 
4-ply belt
- Hydraulic folding and lowering
- Fully galvanised covers and dust 
suppression 
- Tunnel system to prevent rebar 
snagging 



Fines Discharge
- 180˚ radial, option to operate
in any position
- Regulate output size via
pre-screen mesh

Crushing Chamber
- 18% Mn long life wear parts
- 90kW high-power crusher drive
- Reverse run option
- Full hydraulic adjustment
- 600mm (2ft) clearance to discharge



Underpan Feeder
- Patent pending fully demountable vibrational
underpan
- Unrivalled access and service option
- Maximum protection on crusher outlet
- Fully lined with 20mm (3/4”) Hardox
- Smooth delivery of pre-screened material to
main discharge

Feed/Pre-screen

- T
- Fully independent 2-deck pre-screen

win feeder system with optional
bypass
- Automatic continious feed for optimal
crushing performance
- All electric drives fitted with VSD
technology
- Trouble-free 5m³ fixed hopper fully
Hardox lined



Crushing Chamber
- High-powered 110kW electric drive with
overload protection
- Dual hydraulic adjusting aprons and 3rd
apron/rock shelf
- 1,070mm x 710mm (42” x 27”) 4 bar rotar
- 20-1 reduction ratio with 20mm CSS
- Oversize shaft and bearings coupled
with 750kgs of blow bars

Discharge 

change
- Fully demountable for service/belt

- 1m (40”) wide EP630 4ply belt
- 3.2m (10’ 6”) stockpile height
- Full conveyor tunnel from crusher
outlet to discharge end



Screenbox

- Extra 5

- 4.2m x 1.4m (13’ 10” x 4’ 6”) screen area
- Eccentric throw of up to 12.5mm (1/2”)

˚ screening performance on bottom deck
- Adjustable speed up to 1200RPM
- User-friendly access to flywheel weights
- Working angle 12˚-20˚
- Double-access galvanised catwalks
- Extra deep screenbox walls to avoid overspill
- Removable bolt-on chutes/Hardox lined

Full Hyd 2/3 Way Split

-

- 12

- Option to operate as 2/3 split machine
- Fully hydraulic adjustable with no remov
able parts
- Option to discharge all clean material on 
one conveyor
- Ideal for cone crusher feeding

˚- 24˚ in both con�gurations



Feeder/Hopper
- 6m³ standard fixed hopper
- Drop down rear door for crusher feed
- Optional steel apron/ hyd extensions

Powerunit
- CAT 3.6 fixed speed genset
(1500-1800RPM)
- Full electric plug-in option as standard 
(100% electric)

Chassis
- Generous access to feed booths
- Rising collection conveyor for
maintenance access
- Superb stock piling capacity with
optional additional chassis riser

Conveyors

˚ position (No spillage)

- Hyd folding over top
- Unique folding system with internal cylinders
- Variable speed controls

- Excellent stockpiling 4.1m (13’  5”)



Full Electric 
Plug-in As 
Standard

RYDER 1000

Chamber: 1,070mm x 710mm (42”x 27”)
Weight: 33,000kgs (73,400lbs.)
Output Capacity (Max): Up to 250TPH (275 US tons)
Applications: Recycling, asphalt, limestone, C&D, 
coal, rubble
CSS: 20mm 

Screen: 4.2m x 1.4m (13’ 10” x 4’ 6”)
Weight: 27,000kgs (59,524 lbs.)
Output Capacity (Max): Up to 350TPH (385 US tons)
Applications: Aggregates, soils, recycling, various minerals

Large host of optional extras
Possible to operate with external crusher power supply

ICON 1100

SPRINTER 1500

Transport L - 13.7m (44’ 11”) | W - 2.5m (8’ 2”) | H - 3.2m (10’ 6”)

Chamber: 960mm x 600mm (37” x 24”)
Weight: 29,000kgs (64,000lbs.)
Output: Capacity (Max) - Up to 200TPH (220 US tons)
Applications: Hard rock, C&D, rubble, demolition
CSS:  40mm

TECHNICAL SPECS

Transport L - 12.65m (41’ 6”) | W - 2.6m (8’ 6“) | H - 3.4m (11’ 2”)

Transport L - 12.25m (40’ 2”)  | W - 2.5m (8’ 4”) | H - 3.1m (10’ 2”)





+44 (0)28 3086 8833 sales@roco9.com
www.roco9.com

205A Concession Road
Crossmaglen
Newry
BT35 9JD
Northern Ireland


